TWO PIECE WINGED, 1" QUICK
COUPLING VALVE

10-INCH DIAMETER ROUND PLASTIC
VALVE BOX WITH PLASTIC LID. SECURE
LID WITH %-INCH DIAMETER STAINLESS
TOP OF BOX %-INCH ABOVE STEEL MACHINE BOLTS AS
FINISH GRADE IN TURF COORDINATED w/ MANUFACTURER.
TOP OF LID SHALL BE STAMPED "QC"

TOP OF BOX: 1-INCH IN

GROUNDCOVER AREAS TOP OF BOX:

FLUSH IN CONCRETE

, . (TOP & BOTTOM)

E\I B 4 a9 a
| / Y < — STAINLESS STEEL CLAMP

C \ 12-INCH MIN. DEPTH OF
= ' 2-INCH WASHED GRAVEL

R LTI

PVC SCH 80 NIPPLE

PVC SCH 40 ELL (TxT), THREE
) WITH SCH 80 NIPPLES

qH%HH LT}
Nl
E — COMMON BRICK (2) TO SUPPORT
B Il BOX EVENLY AND LEVEL
\;' L PVC SCH 40 ELL (SxSxT)
)

~— or 90 DEGREE ELL (SxT),
CONNECT TO MAINLINE

#4 BAR (DEFORMED) STAKE
(36 INCHES LONG)

NOTE:
1. CONTRACTOR SHALL PROVIDE:
(2) VALVE KEYS
(2) SWIVEL HOSE-ELLS
2. ALL BOXES SHALL BE OFFSET 12-INCHES FROM ANY
SIDEWALK, CURB &/or HEADER
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